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Probe Steel Products are fire tested and approved in line with  

European Standard - EN 13501-1: 2007 +A1: 2009

MATERIALS

SECTIONS STEEL CONSTRUCTION
SIDES 0.7 mm cold rolled mild steel, specialist powder coated Riveted
TOPS 0.7 mm cold rolled mild steel, specialist powder coated Riveted
BASE 0.7 mm cold rolled mild steel, specialist powder coated Riveted
BACKS 0.7 mm cold rolled mild steel, specialist powder coated Riveted 
SHELVES 0.7 mm cold rolled mild steel, specialist powder coated Riveted
FRONT FRAME 0.9 mm cold rolled mild steel, specialist powder coated Formed, welded then riveted to body
DOORS 0.9 mm cold rolled mild steel, specialist powder coated  All-round strengthened edge to form open box section 

with reinforcement

steel locker specificationfeatures & options*
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MANUFACTURED
WITHOUT COMPROMISE
Frame .9mm steel
Doors .9mm steel
Body .7mm steel

10 MICRO SPRUNG 
DISC LOCK

5 KNUCKLE HINGES

WELDED INTERNAL 
DOOR STRENGTHENER*

ADDITIONAL DOOR 
PERFORATIONS - STANDARD

AIR VENT SYSTEM ON 
EACH DOOR*

 * Door strengthener not needed on some products. 

Air vent system not available on some products 
due to small door size.

 MEETS BS 4680:1996
excluding size specification

WELDED 
COMPARTMENT DIVIDER

FOR HIGH SECURITY

ADDITIONAL FULL DOOR  
PERFORATIONS

Minimum order quantity

THROUGH FRAME LOCKING
For added security, the cam locates through 

aperture in frame preventing door being easily 

forced open.

lockers
www.probe-manufacture.co.uk
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All painted components are protected with a powder 
coating which incorporates ActiveCoat anti-bacterial 
technology. 

ActiveCoat has been tested by an Internationally 
recognised microbiological testing laboratory for 
antibacterial performance, against the most widely 
encountered and problematic organisms including the 
MRSA Super bug and E-coli. These micro-organisms 
suffered a 99.9% reduction in population.
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Important note regarding locker installations

Wherever possible lockers should be secured to ensure stability. Single lockers should ideally be fixed back to a wall. Runs of lockers should be fixed together side-
to-side and either fixed back to a wall or fixed back-to-back to another run of lockers.

End panels to match the doors 

End panels can be manufactured to add on to the end of locker 
runs or to the side of each individual locker if required.

Panels available to match flat or sloping top lockers.

Still a big favourite with the leisure 
industry; wooden finish MFC doors 
always look smart and sleek in any 
environment. Probe offer five durable 
timber effect door finishes, on a 
standard steel body, in 1,2,3,4 & 6 
compartment lockers. 

n	 Available in a range of five 		
	 MDF timber finishes.

n	 Choose from Silver Grey, White or 	
	 Black carcass colours.

n 	Plant-on doors cover the front 		
	 face of the locker body, creating a 	
	 aesthetically pleasing finish. 

n 	Colour matched end panels are 		
	 available to clad locker run ends.

n	 Optional sloping tops improve 		
	 hygiene and housekeeping.

n	 Support frames, stands and 		
	 bench also available.

Numbering system

Optional number plates 
will be recessed into door 
if ordered with lockers.

Strength and style

The doors and end panels comprise of a sturdy 
18mm MFD core laminate with 2mm PVC 
edging.

Soft close hinges

Hinges open 
through 90˚ for 
ease of access and 
are damped for soft 
closure.

Range of lock options	

A range of quality engineered locks available.         
See page 4.

Sloping Tops

Available as option. See page 4.



The range
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Height - 1800mm*
Width mm Depth mm

300 318
300 468
380 468
450 468

Four compartment
Walnut Doors

*	 Height increases with 
sloping top. See page 4.

Six compartment
Maple Doors

Three compartment
Cannole Oak Doors

Two compartment
Beech Doors

Double coat hook                             
per compartment.

Single compartment
Lugano Oak Door

Fixed top shelf with 
double coat hook.






